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Attachment 1
Add New L4 Requirement

Baseline 7/31/96

paragraph_id rel text clarification req_type req_status verification_
method

verificaton_
status

ccr

    F-CMD-02135      A     The EOC shall append the
    necessary acquisition
   sequence to the CLTU(s)
    prior to transmission to
    EDOS.

    For the Physical Layer
     Operations Procedure-1
   (PLOP-1) the acquisition
   sequence will precede each
    CLTU.  For the Physical
    Layer Operations
    Procedure-2 (PLOP-2) the
   acquisition sequence will
    precede a group of one or
     more CLTUs.

   functional    approved    test     unverified

    F-CMD-02140      A     The EOC shall append the
    necessary gap to the CLTU
    prior to transmission to
    EDOS

    For the Physical Layer
     Operations Procedure-1
   (PLOP-1) the gap will
   follow each CLTU.  For the
    Physical Layer Operations
    Procedure-2  (PLOP-2) no
    gap is required.

   functional    approved    test     unverified

Attachment 2
Add RBR/L4 Link
Baseline 7/31/96
CCR # ______________
RBR
paragraph_id

Level 4
paragraph_id

    EOC-4010#A     F-CMD-02135
    EOC-4010#B     F-CMD-02135
    EOC-4010#A     F-CMD-02140
    EOC-4010#B     F-CMD-02140
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Attachment 3
Add IT_FOS Link to Level 4
Baseline 7/31/96
CCR # ______________
Level 4
paragraph_id

IT_FOS paragraph_id

    F-CMD-02135     CMD-2010A
    F-CMD-02140     CMD-2010A

Attachment 4
Add Component Class Link to L4
Baseline 7/31/96
CCR # ______________
Level 4
paragraph_id

Component paragraph_id

    F-CMD-02135     FcGnTcCltu
    F-CMD-02140     FcGnTcCltu


